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Inkjet Transfer Paper Printing Instructions
DATA SHEET

This paper is to be used with an Inkjet Printer. For best results, follow all directions 
carefully.

PRINTING PHOTOGRAPHS
1. In print options, select Photo paper as your paper type and turn the mirror image 

option on.
2. Set the printing mode to photograph if necessary.
3. Print in either 360dpi or 720dpi mode (do not print at higher than 720 dpi).1
4. After printing transfer with the Inkjet printer, allow the transfer to dry thoroughly (we 

suggest 15 minutes to 1 hour).2
          

PRINTING FLAT COLOR DESIGNS
1. In print options, select plain paper as your paper type and turn the mirror image 

option on.
2. Set the printing mode to graphics or text style of printing.
3. Print in either 360dpi or 720dpi mode (do not print at higher than 720 dpi). 1

4. After printing transfer with the Inkjet printer, allow the transfer to dry thoroughly (we 
suggest 15 minutes to 1 hour).2

TIPS

1 Do not oversaturate colors. It will 
not enhance the transfer color and 
it will ultimately cause bleeding 
because of excessive dye laid down. 
A little color will go a long way.

2 Color may seem dull but will 
intensify when applied.

INK RECOMMENTDATIONS

There are many different types of 
inkjet printers on the market, and 
new ones are being introduced every 
day. Not all inks work equally well.

While our inkjet paper works in 
MOST inkjet printers, there is 
no guarantee that the inks will 
be colourfast. We recommend 
using OEM’s or pigmented inks 
whenever possible, as there are 
many inferior inks on the market. 

We strongly suggest that you 
test your inks (wash test) prior to 
producing multiple transfers to 
ensure that the ink does not run. 


